






technical data

lens diameter up to ø 92 mm

clamping system block ø 43 mm

material CR39, Hi-index, Polycarbonate, Trivex®

curve range concave 0 – 14 (extendable to 30) diopters 
convex 0 – 30 diopters 

controller 32-bit High Performance CNC-controller  
in double-processor technique

power requirement 10 kW max.

air requirement 6 bar (90 psi) min. 

weight 
machine
machine with automation

 
1180 kg (2600 lb.)
1310 kg (2888 lb.)

dimensions (w x d x h)  
machine
machine with automation

1120 x 1550 x 1740 mm (44 x 61 x 69 inches)
1464 x 1550 x 1740 mm (58 x 61 x 69 inches)

The HSC smart X is another 
module of the Schneider 
iRx concept.

Feed Control System

SCHNEIDER GmbH & Co. KG
Brückenstrasse 21  
35239 Steffenberg 
Germany 
Phone:	+49 (64 65) 91 44-0 
Fax:	 +49 (64 65) 91 44-1 00 
www.schneider-om.com 
info@schneider-om.com

Schneider Optical Machines 
1313 Valwood Parkway  
Suite #200 
Carrollton, Texas 75006 USA 
Phone:	+1 (972) 247-4000 
Fax:	 +1 (972) 247-4060 
info-us@schneider-om.com

Schneider Optical Machines  
do Brasil Ltda. 
Rua Estrela No. 79 
Rio Comprido -  
Rio de Janeiro / RJ 
CEP: 24251-021 
Phone: +55 (21) 2502-5207
info-brasil@schneider-om.com 

Duered S. p. A.
Via Ricciarelli 13 
20148 Milano 
Italy 
Phone:	+39 (02) 4007 0303 
Fax:	 +39 (02) 4009 2221 
info@duered.com

Schneider Optical Machines
South East Asia Pte.Ltd.
Phone:	+65 / 9040 9218
info-asia@schneider-om.com

LEYBOLD OPTICS JAPAN CO., LTD. 
Kazama Bldg. 
19-5, Nishi-Shinbashi 2-chome, 
Minato-ku 
Tokyo 105-0003 Japan
Phone:	+81-(0)3-5777-5551 
Fax:	 +81-(0)3-5777-5553 
mitsutami.maeda 
@leyboldoptics.com

08
.2

00
9

Power Safety System


